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ASPEN SPA

The perfect inflatable spa for small spaces

The Aspen square-shaped inflatable spa is compact

2 filter cartridges included

and elegant, and ideal for 4 people. Refined and
robust, the Aspen has an ultra-resistant laminated,
imitation leather PVC outer and pearl interior liner.

The Aspenis supplied with a ‘smart’, economical motor
unit providing three functions: Heating, Massage and
Filtration.You’ll love the design, adore the bubbles and

appreciate the small price tag!

Seated Isothermal cover Ultra-resistant design
Extra-comfortable PVC laminated with structure
PVC 0.6mm with foam. insulating aluminum Unique design

sheet.

with imitation leather finish.

110 air nozzles
Perfect for a relaxing
moment.

Differential current
10 mA
100% safe against
electrical hazards.
Integrates a differential
circuit breaker 10 mA.

Intelligent pump unit
Automatic temperature
control function.

AFTER SALES

SERVICE ® Replacing pump in 72 hours.

° Assembly and disassembly in less than 5 minutes.
FEER‘C,“ ® Revolutionary system. The pump can be removed

without emptying the spa.
By #Poolstar

TECHNICAL SPECIFICATIONS

Ref: SP-ASP130D

Capacity 4 persons

External dimensions 168x168cm

Internal dimensions 128x128cm

Height 70cm

Water level 44-47cm

Volume of water 700L

Air nozzles 110

Ouiter liner G P.\/C.Iaminated -
with imitation leather finish

Innerliner PVC Pearl

Ground protection

Synthetic fabric mat

Cover

PVC laminated 0,6mm
with aluminum sheet

Straps

Secure locking with custom
buckles

Control panel

Integrated digital panel

Power supply

240V~ / 50Hz

Air and bubble pump : 650W

Air pump noise : 68 dB at 1m

Filtration Pump : 40W

Pump
Noise filtering : 55 dBa 1m
Filtering capacity : 1200L/h
(820gal/h)
Power: 1500W / 1.5°C - 2.5°C/
hour
Heater

Maximum temperature: 42°C

Double heater isolation

Operating environment

5°C or above

Certification

CE/GS
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